TYPICAL CAST-IN-PLACE CONCRETE WALL
WITH STONE VENEER AND LIMSTONE COPING
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\Raised Stone Planter/Seatwall Plan

PLANTING AREA

TYP. 5" MORTAR JOINT

FACE OF WALL BELOW

/Seale: 1/2%=1'-0"

TYPICAL 3" THICK LIMESTONE COPING BY VALDERS
STONE & MARBLE, INC, SANDBLASTED FINISH ON TOP,
ROCKFACED ON VENEER SIDE WITH 1" CONTINUOUS
CHAMFER ON TOP EDGE AND %" CONTINUOUS ROUTED
DRIP EDGE ON UNDER SIDE(INSET %" FROM EDGE),
COLOR: BUFF. 2" OVERHANG BOTH SIDES

o< Opgeosed. exvoe \

TYPICAL STAINLESS STEEL FLASHING

(CONTINUOUS TOP AND BOTTOM) ~

TYPICAL JERICHO BLEND - CHILTON WEATHERED EDGEWITH

NO REDS/WINDSOR (BY EDEN STONE) 2°/37/5" HT. X 4"
DEPTH, RANDOM LENGTHS NO GREATER THAN 12", JOINTS
TO BEY" NON—STAIN!NG GRO U\'\AND RAKED BACK 15"
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TYPICAL RIGID OANk PROTECTION BOARD

O E%emeg QRNL
TYPICAL CONCRETE BASE WITH 1" CONTINUOUS CHAMFER

01
-08,

TYPICAL #4 REBAR,12" 0.C. EACH WAY TIE VERTICAL BARS

INTO CONCRETE FOOTING. ASSURE 2" CLEARANCE FROM ———

CONC. EDGE ON ALL SIDES

TYP. PLANTING SOIL MIX. SEE SPECIFICATIONS.

TYPICAL 4" @ PERFORATED PIPE (TE TO STORM SEWER)
WITH INTEGRAL FILTER SOCK, SEE CIVIL PLANS FOR STORM
LOCATION

TYP. COMPACTED SUB-GRADE ——

TYP. FILTER FABRIC CONTINUOUS AROUND COMPACTED
GRAVEL TO PREVENT SOIL MIGRATION. OVERLAP TOP ENDS
BY 2" EACH SIDE

\Raised Stone Planter/Seatwall Section Detail
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CONCRETE PAVERS OVER CONCRETE BASE %—Mm ;

W

SEE DIMENSION PLAN

—— TYPICAL STAINLESS STEEL DOWEL
%" 9,12° 0.C. (2) PER CAP

NOTES:

1. TOP OF WALL TO ALWAYS REMAIN LEVEL

2. SEE CIVIL PLANS FOR TOP/BOTTOM OF WALL AND
FINISHED GRADE SPOT ELEVATIONS.

3. INSTALL FILTER FABRIC ON SIDES AND BOTTOM
OF PLANTER.
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SHEET

«1 LAKOTA

THE LAKOTA GROUF INC

EAY1 secTion counTy | JOTAL
267808-00163-00-LT| DUPAGE 39
STA. TO STA.

FED. ROAD DIST. NO. | ILLINOIS [ FED. AID PROJECT
CONTRACT NO. 63027

TYPICAL 3" THICK UMESTONE COPING BY VALDERS
STONE & MARBLE, INC, SANDBLASTED FINISH ON

TOP, ROCKFACED ON VENEER SIDE WITH 1"

CONTINUQUS CHAMFER ON TOP EDGE AND 15"

CONTINUQUS ROUTED DRIP EDGE ON UNDER

SIDE(INSET %" FROM EDGE}, COLOR: BUFF. 2"

OVERHANG BOTH SIDES
O Opp<oved_@ yine )

._,______é;;z%______

Coping Enlargement

COPING SECTION
(MORTARED), 12" 0.C.

/ %" CHAMFER

ROCKFACED ON FRONT

12" CONTINUOUS

ROUTED DRIPUNE

212 West Kinzie Street, 3rd Floor
Chicago, ilfinois 60610

p 312.467.5445

312.467.5484
info@thelakotagroup.com

Planning

Urban Design
Landscape Architecture
Community Relations

POLICE PLAZA

Elmhurst, lltinois

City of Elmhurst

ISSUED FOR BID

SANDBLASTED FINISH ON 10P
————— TWO (2) 5.5. DOWELS PER

PLANTER/SEAT
WALL
DETAILS

Revisions

Tlssued forBid ___ 02/2208

Date: 02/22/08
Drawn By: MR, DS
Checked By: ME
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Scale: 4"=1"-0"
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